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Channel Requirements 
2 - Vocal (straight stand for lead, boom 
for keys/bass) 
4 - Stereo Guitar send + Theremin 
direct + acoustic DI
1 - Mandolin DI 
1 - Keyboard (mono send)  
1 - Bass DI
10 - Drums (see below)  

Total: 19  
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8 ft. 

Crash
Cymbal  

Hats  

Drum input list
1. Kick (front head mic’d) 
2. Snare (top head mic’d). 
3. Rack tom
4. Floor tom 1
5. Floor tom 2

Rack 
Tom  

Crash
Cymbal  

Kick  

Snare  

Throne 

36” Gong  w/tall stand 

25 ft.  
min.  

Ride 
Cymbal  

16
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Cymbal  

18
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Keyboard -
DI  Mono
w/mono
in-ears monitor 

8 ft. 
min.  

AC Req’d  

AC Req’d  

 Lead Vox
  Backup 
     monitor  

Please refer to the attached sheet for special 
instructions regarding sound check, monitor requirements, 
and front-of-house sound requirements.   

For questions or comments, contact Jeffrey Larson at 408-984-1960 or 
or e-mail LARSJEFREY@aol.com  

15 ft.  
min.  

STAGE PLOT  2024 (layout only)

Keys/Bass Vocal  
(boom stand) 

6. Hi-Hat
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9. Overhead right
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(direct to
board) 

Guitar  
Speaker cab
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Acoustic guitar -
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DI

2 Guitar Amps/Speaker
Cabinets added for looks if 
available (can run Theremin 
thru one if avail) 
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Board w/XLR 
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 Backup 
 monitor  


